Technical Information Linear Rail HRC/ARC/ERC/WRC English 202311 Artno. P2013ENTI ACCESSORIES & OPTIONS

Selection of HK Clamping Element

Due to the height difference of the rail guide blocks, an adapter plate is sometimes needed to ensure proper
function of the HK Clamping Element.

Block type Clamping element Adapter plate

ARC 15 FN, FS, MN, ML & MS HK1514D -
HRC 15 FN, FL HK1514D =
HRC 15 MN, ML HK1514D PHK15-4
ARC 20 FN, FS, MN, ML & MS HK2005KN -
HRC 20 FN, FL, MN & ML HK2005KR =
ARC 25 FN, FS, MN, ML & MS HK2505KN =
ERC 25 MN & ML HK2505KR -
HRC 25 FN & FL HK2505KR =
HRC 25 MN & ML HK2505KR PHK25-4
ARC 30 FN, FS, MN, ML & MS HK3002K -
HRC 30 FN & FL HK3002K =
HRC 30 MN & ML HK3002K PHK30-3
ARC 35 FN, MN & ML HK3505KR -
HRC 35 FN & FL HK3505KR =
HRC 35 MN & ML HK3505KR PMK35-7
ARC 45 MN & ML HK4501A -
HRC 45 FN & FL HK4501A =
HRC 45 MN & ML HK4501A PHK45-10
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